










































hades
附注
密封面尺寸：从整个表看DN300以下时，PN16应比PN10时的密封面尺寸大8mm，但是DN350 PN16时的密封面尺寸为428，DN350 PN10时的密封面尺寸为430，不知是印刷错误还是就应如此？

hades
附注
“hades”设置的“MigrationConfirmed”

hades
附注
“hades”设置的“Completed”



































Administrator
Sticky Note
55

Administrator
Sticky Note
55

Administrator
Sticky Note
60











Administrator
Sticky Note
36

Administrator
Sticky Note
33









hades
附注
N为350，内径为328，法兰颈部最大才11，到法兰根部才9点多，可标准中给出的根部坡口为11

hades
附注
“hades”设置的“Completed”





Administrator
Sticky Note
76



Administrator
Sticky Note
68

Administrator
Sticky Note
68

Administrator
Sticky Note
68

Administrator
Sticky Note
72

Administrator
Sticky Note
72

Administrator
Sticky Note
75

Administrator
Sticky Note
80

Administrator
Sticky Note
80

Administrator
Sticky Note
90

Administrator
Sticky Note
95

Administrator
Sticky Note
95

Administrator
Sticky Note
115

Administrator
Sticky Note
120

Administrator
Sticky Note
130

Administrator
Sticky Note
140

Administrator
Sticky Note
150



Administrator
Sticky Note
55

Administrator
Sticky Note
55

Administrator
Sticky Note
60













Administrator
Sticky Note
55

Administrator
Sticky Note
55

Administrator
Sticky Note
60

Administrator
Sticky Note
M36*3













Administrator
Sticky Note
139.7





Administrator
Sticky Note
139.7







hades
附注
8-Φ18

hades
附注
“hades”设置的“MigrationConfirmed”

hades
附注
“hades”设置的“Completed”

hades
附注
22

hades
附注
26

hades
附注
30

hades
附注
“hades”设置的“MigrationConfirmed”

hades
附注
“hades”设置的“Completed”

hades
附注
“hades”设置的“Completed”

hades
附注
“hades”设置的“Completed”

hades
附注
应为M33

hades
附注
“hades”设置的“Completed”







hades
附注
20

hades
附注
22

hades
附注
26

hades
附注
20-Φ30

Administrator
Sticky Note
18



Administrator
Sticky Note
14

Administrator
Sticky Note
14

Administrator
Sticky Note
14

Administrator
Sticky Note
14

Administrator
Sticky Note
16

Administrator
Sticky Note
16

Administrator
Sticky Note
18

Administrator
Sticky Note
18

Administrator
Sticky Note
20

Administrator
Sticky Note
22

Administrator
Sticky Note
22

Administrator
Sticky Note
22

Administrator
Sticky Note
22

Administrator
Sticky Note
24

Administrator
Sticky Note
24

Administrator
Sticky Note
30

Administrator
Sticky Note
40

Administrator
Sticky Note
44

Administrator
Sticky Note
48

Administrator
Sticky Note
52







hades
附注
孔径应是18

hades
附注
“hades”设置的“MigrationConfirmed”

hades
附注
“hades”设置的“Completed”

hades
附注
孔径应为22

hades
附注
“hades”设置的“MigrationConfirmed”

hades
附注
“hades”设置的“Rejected”

hades
附注
“hades”设置的“Completed”

hades
附注
孔径值应为26

hades
附注
“hades”设置的“MigrationConfirmed”

hades
附注
“hades”设置的“Completed”

hades
附注
“hades”设置的“MigrationPending”

hades
附注
“hades”设置的“None”

hades
附注
“hades”设置的“MigrationConfirmed”

hades
附注
“hades”设置的“Completed”

hades
附注
孔径应为30

hades
附注
“hades”设置的“MigrationConfirmed”

hades
附注
“hades”设置的“Completed”









Administrator
Sticky Note
C不包括t1









































Administrator
Sticky Note
76







Administrator
Sticky Note
76























Administrator
Sticky Note
1.0

Administrator
Sticky Note
1.0

Administrator
Sticky Note
1.5

Administrator
Sticky Note
1.5

Administrator
Sticky Note
2.0

Administrator
Sticky Note
3.0

Administrator
Sticky Note
3.0

Administrator
Sticky Note
4.5



hades
附注
对应的PL法兰只有DN10-DN600

hades
附注
“hades”设置的“MigrationConfirmed”

hades
附注
“hades”设置的“Unmarked”

hades
附注
“hades”设置的“Completed”

Administrator
Sticky Note
5.0

Administrator
Sticky Note
没有重量

Administrator
Sticky Note
没有重量

Administrator
Sticky Note

Administrator
Sticky Note
没有重量

Administrator
Sticky Note
没有重量

Administrator
Sticky Note
没有重量

Administrator
Sticky Note
没有重量

Administrator
Sticky Note
没有重量

Administrator
Sticky Note
没有重量

Administrator
Sticky Note
无重量

Administrator
Sticky Note
无重量

Administrator
Sticky Note
0.7



hades
附注
缺少DN350-DN600带颈平焊法兰的重量

hades
附注
“hades”设置的“MigrationConfirmed”

hades
附注
“hades”设置的“Completed”

Administrator
Sticky Note
0.7

Administrator
Sticky Note
23.5

Administrator
Sticky Note
29

Administrator
Sticky Note
33.5

Administrator
Sticky Note
40.5

Administrator
Sticky Note
56



Administrator
Sticky Note
0.7



Administrator
Sticky Note
0.7











































Administrator
Sticky Note
R







































Administrator
Sticky Note
497

Administrator
Sticky Note
523































































Administrator
Sticky Note
M48*3





Administrator
Sticky Note
补充一列：  d            M48*3                  da   max   51.8                         min   48                  dw   min   70.1                  e     min   81.87                  m    max   48.5                         min    46.9                  m'    min     37.5                  s      max     75                          min      73.1







Administrator
Sticky Note
A2-50



Administrator
Sticky Note
-196

Administrator
Sticky Note
5785







Administrator
Sticky Note
90

Administrator
Sticky Note
144

Administrator
Sticky Note
90

Administrator
Sticky Note
144





























hades
附注
螺母规格 M45x4  M48x4应为M45x3  M48x3？

hades
附注
“hades”设置的“Completed”











Administrator
Sticky Note
补充一列：材料牌号：A194，7代号：7加表注：进行低温冲击试验的35CrMo、A194，7，其代号后应加“L“

























Administrator
Sticky Note
一般采用A型，B型对减少管内液体滞留有利，C型用于

Administrator
Sticky Note
C型



Administrator
Sticky Note
PN40



Administrator
Sticky Note
加5785

Administrator
Sticky Note
删除

Administrator
Sticky Note
A2-50

Administrator
Sticky Note
40

Administrator
Sticky Note
20613









































Administrator
Sticky Note
C不包括台阶























































Administrator
Sticky Note
610



















Administrator
Sticky Note
940

Administrator
Sticky Note
838.2

Administrator
Sticky Note
51

Administrator
Sticky Note
M48*3

Administrator
Sticky Note
24



























































































Administrator
Sticky Note
48









Administrator
Sticky Note
大于Class300



Administrator
Sticky Note
大于300

















Administrator
Sticky Note
130.2

































































































































































Administrator
Sticky Note
22.22

Administrator
Sticky Note
28.58

























Administrator
Sticky Note
HRB



Administrator
Sticky Note
时效硬化

Administrator
Sticky Note
删除这行



Administrator
Sticky Note
-196~+800























Administrator
Sticky Note
M52X3

Administrator
Sticky Note
M56X3







Administrator
Sticky Note
或着色探伤





Administrator
Sticky Note
补充一列：材料牌号A197，7 代号7加表注：进行低温冲击试验的35CrMo、A1947，7，其代号后应加上“L”





















Administrator
Sticky Note
300

Administrator
Sticky Note
一般采用A型，B型对减少管内液体滞留有利，C型用于

Administrator
Sticky Note
C型用于
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